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Genuine DTM InkJet Label Stock

All of the following inkjet substrates are tested and certified by  
DTM Print. They are the perfect match with any inkjet colour label 
printer, such as Primera’s LX-Series.

The left side shows a photography of the substrate to give you a 
realistic impression on how the material looks like.
On the right side you find the corresponding technical data sheet for 
each material.

All label materials are available in many standard sizes.  
Of course custom sizes and shapes are available, too. Looking for 
special adhesives like hot-melt or non-permanent? Contact  
sales@dtm-print.eu for further details and a complete listing.
Alternatively, you can convert continuous label stock into  
die-cut rolls with the DTM LF140e Label Finishing System.

Contact us for sample rolls for testing at sales@dtm-print.eu 

Digital technical data sheets and further informations are available
at supplies.dtm-print.eu
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DTM Paper High Gloss (HG)
Description
DTM Paper High Gloss label materials have been designed spe-
cifically for use where excellent ink jet print quality and fast ink 
drying time is needed. It is ideal for applications printing variable 
information in conjunction with full-colour graphics. It has good 
adhesion performance including apolar, slightly rough and curved 
surfaces. This label stock is designed for general purpose labelling. 

Face Stock 
Special coating with a glossy finish. Suitable for high-resolution 
and high-speed dye based and pigmented ink jet printing. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. Slight adhesive bleeding may be observed.

Liner
Super-calendered kraft with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 87 ± 2  g/m2  ISO 536

Thickness: 102 ± 3  µm  ISO 534

Adhesive

Loop Track: 18 N FTM9

Peel Adhesion: 11 N FTM2

Liner/Backing

Weight: 73 ± 2 g/m2 ISO 536

Thickness: 84 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C



3

DTM Print GmbH
Mainzer Strasse 131
65187 Wiesbaden
Germany
+49 611 92777-0
sales@dtm-print.eu
dtm-print.eu

DTM InkJet Label Stock

22
03

31

DTM Paper High Gloss Block-Out  
(HG-BlockOut)
Description
DTM Paper High Gloss Block-Out label materials have been de-
signed specifically for use where the label should 100% opaque, 
e.g. for superimposing and covering outdated data. It is ideal for 
applications printing variable information in conjunction with 
full-colour graphics. It has good adhesion performance including 
apolar, slightly rough and curved surfaces. 

Face Stock 
Special coating with a glossy finish. Suitable for high-resolution 
and high-speed dye based and pigmented ink jet printing. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. Slight adhesive bleeding may be observed.

Liner
Super-calendered kraft with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 87 ± 2  g/m2  ISO 536

Thickness: 102 ± 3  µm  ISO 534

Adhesive

Loop Track: 18 N FTM9

Peel Adhesion: 11 N FTM2

Liner/Backing

Weight: 73 ± 2 g/m2 ISO 536

Thickness: 84 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C
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DTM Paper Matte (M)
Description
DTM Paper Matte label materials have been designed specifically 
to be highly absorbent to allow water based ink jet inks to set-up 
quickly. This characteristic while providing for immediate smudge 
resistance after printing, also makes the sheet highly receptive 
to airborne contaminants, which could result in a discolouration 
of the unprinted areas.

Face Stock
Special coating with a matte finish. Suitable for high-resolution 
and high-speed dye based and pigmented ink jet printing.

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. 

Liner
White glassine. 

Packaging and Shelf life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 88 ± 3  g/m2  ISO 536

Thickness: 113 ± 4  µm  ISO 534

Adhesive

Loop Tack: 14  N  FTM9

Peel Adhesion: 10  N/m  FTM2

Liner/Backing

Basis Weight: 62 ± 2 g/m2 ISO 536

Thickness: 55 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 0°C

Service Temperature: -20°C to 80°C
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DTM Paper Semi Gloss (SG)
Description
DTM Paper Semi Gloss label materials have been designed spe-
cifically for use where excellent ink jet print quality and fast ink 
drying time is needed. It is ideal for applications printing variable 
information in conjunction with full-colour graphics. It has good 
adhesion performance including apolar, slightly rough and curved 
surfaces. This label stock is designed for general purpose labelling. 

Face Stock 
Special coating with a semi glossy finish. Suitable for high-resolution 
and high-speed dye and pigment based ink jet printing. Pigment 
printing should be tested thorougly with the chosen label printer 
under end-user conditions. Resistant to water and many chemicals. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. Slight adhesive bleeding may be observed.

Liner
Super-calendered kraft with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 95 ± 3  g/m2  ISO 536

Thickness: 100 ± 4  µm  ISO 534

Adhesive

Loop Track: 15 N FTM9

Peel Adhesion: 11 N FTM2

Liner/Backing

Weight: 60 ± 2 g/m2 ISO 536

Thickness: 57 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C
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DTM Paper Iced Matte (IM)

Description
DTM Paper Iced Matte label materials have been designed specifi-
cally for applications printing variable information in conjunction 
with full-colour graphics. As a hybrid material it can be used with 
both printing technologies: inkjet (low saturation settings) and 
dry toner.

Face Stock
Tear-resistant, white natural matte finished paper with a fine-
ribbed surface.        
Specially designed for printing with dry toner printers such as 
DTM CX86e and inkjet printers as LX-Series Color Label printers. 
Looks great when being finished with thermal transfer printers 
such as DTM FX510e and e.g. metallic foil.

Adhesive
Acrylic dispersion, permanent and solvent-free. Dry adhesive with 
good UV resistance and excellent cohesion. 

Liner
White natural paper

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is three years.

Product Usage
All DTM Genuine certified materials are the ideal choice for labels 
printed on any colour label printer. Proper testing in the final ap-
plication environment is recommended especially when used 
near water or chemicals. As with all pressure-sensitive materials, 
this product should be tested thoroughly with the chosen label 
printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 79 ± 6  g/m2  ISO 536

Thickness: 98 ± 7  µm  ISO 534

Transparency: > 60 % DIN 53147

Adhesive

Loop Tack: 10 N FTM9

Liner/Backing

Weight: 79 ± 2 g/m2 ISO 536

Thickness: 69 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -40°C to 80°C

dry toner

in k jet

HYBRID LABELHYBRID LABEL

23
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26
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DTM Structure Paper Gloss (SPG)
Description
DTM Structure Paper Gloss label materials have been designed 
specifically for use where excellent high-resolution and high-speed 
dye- and pigment-based ink jet printing is needed. It is ideal for 
decorative labels, typically in wine and spirits applications. This 
label stock is designed for general purpose labelling. 

Face Stock 
Special cast coated ink jet gloss finished paper with an embossed 
surface. Suitable for high-resolution and high-speed dye- and 
pigment-based ink jet printing. 

Adhesive
Permanent, acrylic, waterborne and general purpose adhesive.

Liner
White glassine wood-free backing paper.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 86 ± 2  g/m2  ISO 536

Thickness: 99 ± 4  µm  ISO 534

Adhesive

Loop Tack: 15 N FTM9

Peel Adhesion: 11 N FTM2

Liner/Backing

Weight: 79 ± 2 g/m2 ISO 536

Thickness: 69 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C



8

DTM Print GmbH
Mainzer Strasse 131
65187 Wiesbaden
Germany
+49 611 92777-0
sales@dtm-print.eu
dtm-print.eu

Genuine DTM EcoTec InkJet Label Stock

23
01

25

DTM EcoTec Grass Paper (GP)
Description
DTM EcoTec Grass Paper label materials have been designed 
specifically for products where an authentic, natural and 
ecological look is desired. The adhesive may also be brought 
into direct contact with food. Up to 50% natural grass fibres 
give the material its unique, natural look. The renewable fresh 
fibre content provides a major advantage by reducing the 
required process water input during production, which leads 
to significant energy savings and the reduction of CO2 emis-
sions. Combine them with a plain typographic layout and your 
products stand out at retail !

Face Stock 
Natural looking paper with 50% grass fibres all over. Suitable for 
high-resolution and high-speed dye based and pigmented ink 
jet printing. 

Adhesive
Acrylic dispersion, permanent, solvent free. The adhesive can be 
in direct food contact according to regulation EU No 10/2011.

Liner
White glassine with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 90 ± 4  g/m2  ISO 536

Thickness: 130 ± 8 µm  ISO 534

Adhesive

Loop Tack: 10 N FTM9

Peel Adhesion: 14 N FTM1

Liner/Backing

Weight: 61 ± 5 g/m2  ISO 536

Thickness: 54 ± 6  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -40°C to 80°C
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Description
DTM EcoTec Hemp Paper label materials consist of 100% hemp 
which is highly sustainable as hemp grows very fast, needs only 
little bleaching as it’s very light in colour and can be recycled 
especially often due to fibres that are five times longer than 
the fibres of wood pulp. They have been designed specifically 
for products where an authentic, natural and ecological look 
is desired. It has excellent ink jet printing quality with very low 
saturation that also saves you ink cost. Ideal for applications 
printing variable information in conjunction with full-colour 
graphics.

Face Stock 
100% pure European hemp fibres. As with all use of natural plant 
raw materials, inclusions, leaf appearance and colour may vary 
slightly. Suitable for high-resolution and high-speed dye based 
and pigmented ink jet printing. 

Adhesive
UV-curable hotmelt adhesive, acrylic based. The adhesive can 
be in direct contact with dry and moist, non-greasy food and 
complies with the toy standard DIN EN 71/3:2018-08.

Liner
White kraft, made of 70% recycled materials, which reduces up 
to 60% of the energy and up to 70% of the water consumption 
in production.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is four years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 120 ± 5  g/m2  ISO 536

Thickness: 200 ± 30  µm  ISO 534

Adhesive

Loop Tack: 15 N FTM9

Liner/Backing

Weight: 70 ± 5 g/m2  ISO 536

Thickness: 84 ± 6  µm  ISO 534

Performance
Minimum Application  
Temperature: -5°C

Service Temperature: -40°C to 160°C

DTM EcoTec Hemp Paper (HP)
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Description
DTM EcoTec Paper Matte Nature label materials are highly 
sustainable and are a great example for the recycling loop. 
They’re made of 100% recycled liner fibres and have been de-
signed specifically for products where an authentic, natural and 
ecological look is desired. It has excellent ink jet printing quality 
with low saturation settings and fast ink drying time. Ideal for 
applications printing variable information in conjunction with 
full-colour graphics.

Face Stock 
Uncoated white paper, made of 100% recycled fibres. Due to its 
recycled nature, recycled particles can be observed. Suitable for 
high-resolution and high-speed dye based and pigmented ink 
jet printing. 

Adhesive
General purpose acrylic adhesive, waterborne.

Liner
White kraft, wood free. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is four years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 70  g/m2  ISO 536

Thickness: 87  µm  ISO 534

Adhesive

Loop Tack: 8 N FTM9

Liner/Backing

Weight: 51 g/m2  ISO 536

Thickness: 54  µm  ISO 534

Performance

Total calliper: 158 µm

Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 100°C

DTM EcoTec Paper Matte Nature (MN)
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DTM Vintage Paper (VP)
Description
DTM Vintage Paper label materials are textured and have been 
designed specifically for applications where an authentic, natural 
and ecological look is desired. It has excellent ink jet print quality 
with fast ink drying time and is ideal for applications printing vari-
able information in conjunction with full-colour graphics. It has 
a good adhesion to dry and cold bottles and offers good water 
resistance in ice bucket immersion.

Face Stock 
Specially designed to enhance receptivity to digital ink jet inks, 
ensuring good print quality and durability. Suitable for high-reso-
lution and high-speed dye based and pigmented ink jet printing. 

Adhesive
Permanent acrylic adhesive, waterborne, specifically designed for 
wine labelling applications.

Liner
White glassine, wood free. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 90  g/m2  ISO 536

Thickness: 130  µm  ISO 534

Adhesive

Loop Tack: 4 N FTM9

Liner/Backing

Weight: 79 g/m2  ISO 536

Thickness: 69  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C
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DTM Paper Tag Glossy 180 g/m2
Description
DTM Paper Tag Glossy tag materials have been designed specifically 
for retail point of sale (POS) and other point-of-issue applications 
where high-quality tags, tickets and coupons are needed. With 
a total weight of 180 g/m2 it has excellent ink jet print quality. It 
is ideal for applications printing text information in conjunction 
with full-colour graphics. This material is also resistant to abrasion 
and tearing.

Face Stock 
White, special coated with glossy finish. Specially designed ink 
jet printable material for tags, tickets and coupons. Highlight 
your point of sale solution with DTM Paper Tag Glossy. Suitable 
for high-resolution and high-speed dye and pigment based ink 
jet printing.

Adhesive
None.

Liner
None.

Packaging and Shelf Life
Continuous or perforated label rolls with identification labels. 
Each label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two year.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications
Weight: 180 ± 3 g/m2  ISO 536

Thickness: 210 ± 4 µm  ISO 534
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DTM Paper Tag Matte 180 g/m2
Description
DTM Paper Tag Matte tag materials have been designed specifically 
for retail point of sale (POS) and other point-of-issue applications 
where high-quality tags, tickets and coupons are needed. With 
a total weight of 183 g/m2 it has excellent ink jet print quality. It 
is ideal for applications printing text information in conjunction 
with full-colour graphics. This material is also resistant to abrasion 
and tearing.

Face Stock 
White, special coated with matte finish. Specially designed ink jet 
printable material for tags, tickets and coupons. Highlight your 
point of sale solution with DTM Paper Tag Matte. Suitable for high-
resolution and high-speed dye and pigment based ink jet printing.

Adhesive
None.

Liner
None.

Packaging and Shelf Life
Continuous or perforated label rolls with identification labels. 
Each label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two year.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications
Weight: 183 ± 8 g/m2  ISO 536

Thickness: 209 ± 7 µm  ISO 534
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DTM InkJet Label Stock

DTM Cotton Fabric White (CFW)
Description
DTM Cotton Fabric White label materials have been designed 
specifically for applications where an authentic, ecological and 
unique look is desired. With a total weight of 276 g/m2 it has 
excellent ink jet print quality with low saturation, which is sav-
ing you time and money. It is ideal for applications printing text 
information in conjunction with full-colour graphics, as well as 
mattress and carpet labels. 

Face Stock 
Optical white, pre-coated and calendered cotton taffeta self-ad-
hesive. Specially designed ink jet printable material for product 
labelling, promotional labelling and personal labelling. Highlight 
your products and let them stand out of retail with DTM Cotton 
Fabric White. Suitable for high-resolution and high-speed dye 
and pigment based ink jet printing. 

Adhesive
Permanent hot-melt adhesive high tack for general use. Suitable 
for applications including polar and non-polar surfaces. 

Liner
Glassine release paper, one side siliconised.

Packaging and Shelf Life
Die-cut label rolls with identification labels. Each label roll is indi-
vidually packed with a plastic bag. Keep label rolls in their plastic 
bags, in room temperature, away from direct sunlight and/or 
heat sources. Under ideal storage conditions, shelf life is one year.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications
Total Weight: 284 g/m2 

Total Thickness:  330 micron 

Liner/Backing

Weight: 87  g/m2  ± 5%

Thickness: 88 µm  ± 5%

Performance
Minimum Application  
Temperature: 15°C

Service Temperature: 15°C to 50°C
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DTM Poly Clear Gloss (PCG)
Description
DTM Poly Clear Gloss label materials have been designed specifi-
cally for applications requiring water-resistance with the highest 
levels of imaging quality. This super high gloss material is also 
highly resistant to abrasion and tearing as well as to semi-harsh 
chemicals.

Face Stock 
Special coating with a gloss finish; clear PET film. Suitable for 
high-resolution and high-speed dye based and pigmented ink 
jet printing. Resistant to water and many chemicals. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Clear 
and non-bleeding. Suitable for applications including apolar 
and rough surfaces. Improved water resistance and short term 
removability.

Liner
Super-calendered kraft with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 105 ± 6  g/m2  ISO 536

Thickness: 85 ± 10  µm  ISO 534

Adhesive

Loop Tack: 7,5 N FTM9

Peel Adhesion: 5 N FTM2

Liner/Backing

Weight: 60 ± 2 g/m2  ISO 536

Thickness: 57 ± 3  µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 80°C
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Genuine DTM EcoTec InkJet Label Stock

23
03

22

DTM EcoTec Poly Clear Gloss R90 (PCGR)
Description
DTM EcoTec Poly Clear Gloss R90 label materials are highly sus-
tainable with its 90% PCR (Post Consumer Recycling) content, 
without compromising on print quality, character or function-
ality we used to have with conventional ink jet transparent poly 
films. They are specifially designed for applications requiring 
water-resistance with the highest levels of imaging quality. This 
super high gloss material is also highly resistant to abrasion 
and tearing, as well as to semi-harsh chemicals.

Face Stock 
Sustainable clear PET film with 90% PCR (Post Consumer Recycling) 
content. Special coating with a gloss finish. Very high drying speed, 
good water fastness. Suitable for high-resolution and high-speed 
dye based and pigmented ink jet printing. 

Adhesive
Acrylic dispersion, permanent, solvent free. The adhesive can be 
in direct food contact according to regulation (EU) No. 10/2011.

Liner
White glassine with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All Genuine DTM InkJet certified materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 61  g/m2  ISO 536

Thickness: 48 µm  ISO 4593

Adhesive

Loop Tack: 7 N FTM9

Peel Adhesion: 9 N FTM1

Liner/Backing

Weight: 61 ± 5 g/m2  ISO 536

Thickness: 54 ± 6 µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 120°C
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DTM InkJet Label Stock

22
04

14

DTM Metallic Gold Brushed (MGB)
Description
DTM Metallic Gold Brushed label materials have been designed 
specifically for product and promotional labelling such as 
cosmetics, medicine, food, beers, etc. Vertical stripes appear 
to a brushed impression, giving the gold labels an industrial 
modern look while the feel is still smooth, glossy and without 
grooves or structure. 

Face Stock 
Special coating with an orange/gold, glossy, brushed but smooth 
finish; the raw label (bottom of the label) is silver PET. Suitable 
for high-resolution and high-speed dye based and pigmented 
ink jet printing.

Adhesive
Acrylic, water based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 80 ± 10 g/m2 

Thickness: 116 ± 10 µm 

Adhesive 

Loop Tack: 12 N/25 mm FTM9

Peel Adhesion: 16 N/25 mm FTM1

Liner 

Weight: 120 ± 10 g/m2 

Thickness: 78 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM InkJet Label Stock

22
05

24

DTM Poly Gold High Gloss (PGHG)

Description
DTM Poly Gold High Gloss label materials have been designed 
specifically for eye-catching product and promotional labelling 
such as cosmetics, medicine, food, beers, etc. including photo-
graphic colour printing with the highest levels of imaging quality. t

Face Stock 
Special coating with a gold glossy, shiny reflective finish; the raw 
label (bottom of the label) is silver PET. Suitable for high-resolution 
and high-speed dye based and pigmented ink jet printing.

Adhesive
Acrylic, water based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 86 ± 10  g/m2 

Thickness: 80 ± 10 µm 

Adhesive 

Loop Tack: 13 N/25 mm FTM9

Peel Adhesion: 16 N/25 mm FTM1

Liner 

Weight: 80 ± 10 g/m2

Thickness: 81 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM InkJet Label Stock

22
05

02

DTM Poly Gold HoloGram Gloss 
(PGHGG)

Description
DTM Poly Gold HoloGram Gloss label materials have been de-
signed specifically for product and promotional labelling such 
as cosmetics, medicine, food, beers, etc. Rainbow waves appear 
to give the label a three-dimensional impression with typical 
depth and holographic effect. 

Face Stock 
Special effect coating with a gold glossy smooth finish and the 
typical wavefront (rainbow) effect; Paper and PET composite. 
Suitable for high-resolution and high-speed dye based and pig-
mented ink jet printing.

Adhesive
Acrylic, hot-melt based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 120 ± 10  g/m2 

Thickness: 80 ± 10 µm 

Adhesive 

Loop Tack: 19 N/25 mm FTM9

Peel Adhesion: 18 N/25 mm FTM1

Liner 

Weight: 83 ± 10  g/m2

Thickness: 41 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM InkJet Label Stock

22
03

31

DTM Poly Pearly Gloss (PPG)
Description
DTM Poly Pearly Gloss label materials have been designed specifi-
cally for product labelling, promotional labelling and industrial 
applications including photographic colour printing with the 
highest levels of imaging quality. This white pearly material is 
also highly resistant to abrasion and tearing as well as to semi-
harsh chemicals.

Face Stock 
Satin finish coated white polypropylene. Specially designed ink 
jet printable material for product labelling, promotional labelling 
and industrial applications including photographic colour printing 
with high resolution image. Suitable for dye and pigmented inks 
but pre-testing is recommended for pigmented inks. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. Slight adhesive bleeding may be observed.

Liner
White glassine, semi-transparent backing paper.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 72 ± 3  g/m2  ISO 536

Thickness: 89 ± 4  µm  ISO 534

Adhesive

Loop Tack: 9 N FTM9

Liner/Backing

Weight: 62 ± 2 g/m2  ISO 536

Thickness: 55 ± 3 µm  ISO 534

Performance
Minimum Application  
Temperature: 5°C

Service Temperature: -20°C to 100°C
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DTM InkJet Label Stock

22
03

31

DTM Metallic Silver Brushed (MSB)

Description
DTM Metallic Silver Brushed label materials have been designed 
specifically for product and promotional labelling such as cosmet-
ics, medicine, food, beers, etc. Vertical stripes appear to a brushed 
impression, giving the silver labels an industrial modern look while 
the feel is still smooth, glossy and without grooves or structure. 

Face Stock 
Special coating with a silver glossy, brushed but smooth fin-
ish; the raw label (bottom of the label) is silver PET. Suitable for 
high-resolution and high-speed dye based and pigmented ink 
jet printing.

Adhesive
Acrylic, water based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 85 ± 10  g/m2 

Thickness: 55 ± 10 µm 

Adhesive 

Loop Tack: 19 N/25 mm FTM9

Peel Adhesion: 18 N/25 mm FTM1

Liner 

Weight: 60 ± 10  g/m2

Thickness: 97 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM inkjet Label Stock

DTM Poly Silver High Gloss (PSHG)

Face Stock 
Inkjet shine glossy silver PET. Ideal labels for cosmetics,medicine, 
food, beers, etc. All kind of information labels.

Adhesive
Arylic permanent adhesive featuring high clarity and high cohesion.

Liner
White coated liner.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified inkjet-materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Facestock

Weight: 95 ± 5 g 

Thickness: 80  ± 5 µm 

Adhesive 

Loop Tack: 9 N/25 mm FTM9

Peel Adhension: 8 N/25 mm FTM1

Liner 

Weight: 62 ± 3 g

Thickness: 58 ± 3 µm
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DTM InkJet Label Stock

22
05

24

DTM Poly Silver HoloGram Gloss (PSHGG)
Description
DTM Poly Silver HoloGram Gloss label materials have been de-
signed specifically for product and promotional labelling such 
as cosmetics, medicine, food, beers, etc. Rainbow waves appear 
to give the label a three-dimensional impression with typical 
depth and holographic effect. 

Face Stock 
Special effect coating with a glossy smooth finish; Silver PET with 
the typical wavefront (rainbow) effect on the up- and downside of 
the label. Suitable for high-resolution and high-speed dye based 
and pigmented ink jet printing.

Adhesive
Acrylic, water based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 78 ± 10 g/m2 

Thickness: 59 ± 10 µm 

Adhesive 

Loop Tack: 13 N/25 mm FTM9

Peel Adhesion: 16 N/25 mm FTM1

Liner 

Weight: 80 ± 10 g/m2

Thickness: 151 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM InkJet Label Stock

22
05

24

DTM Poly Silver Semi Gloss (PSSG)

Description
DTM Poly Silver Semi Gloss label materials have been designed 
specifically for eye-catching product and promotional labelling 
such as cosmetics, medicine, food, beers, etc. including photo-
graphic colour printing with the highest levels of imaging quality. t

Face Stock 
Special coating with a silver semi glossy, finish; the raw label 
(bottom of the label) is silver PET. Suitable for high-resolution and 
high-speed dye based and pigmented ink jet printing.

Adhesive
Acrylic, water based, permanent adhesive featuring high clarity 
and high cohesion.

Liner
White coated.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is 1 (one) year. 

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 80 ± 10  g/m2 

Thickness: 80 ± 10  µm 

Adhesive 

Loop Tack: 13 N/25 mm FTM9

Peel Adhesion: 16 N/25 mm FTM1

Liner 

Weight: 80 ± 10 g/m2

Thickness: 114 ± 10 µm

Performance
Minimum Application  
Temperature: 10°C

Service Temperature: -20°C to 80°C
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DTM InkJet Label Stock

22
03

31

DTM Poly White Gloss (PWG)
Description
DTM Poly White Gloss label materials have been designed specifi-
cally for applications requiring extreme water-resistance with the 
highest levels of imaging quality. This super high-gloss material 
is also highly resistant to abrasion and tearing as well as to semi-
harsh chemicals.

Face Stock 
Special coating with a glossy finish; film. Suitable for high-resolution 
and high-speed dye based and pigmented ink jet printing. Resis-
tant to water and many chemicals. 

Regulatory Info: Face material contains the substance Boric Acid, 
CAS 10043-35-3 which included on the candidate list of substances 
of very high concern (SVHC) for authorization, according to article 
59 (1,10) of the REACH registration regulation (EC) No 1907/2006 
in a concentration below 0.1 % (w/w).

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Water-
borne and clear. Suitable for applications including apolar and 
rough surfaces. Slight adhesive bleeding may be observed.

Liner
White glassine. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 103 ± 2  g/m2  ISO 536

Thickness: 80 ± 3  µm  ISO 534

Adhesive

Loop Tack: 9 N FTM9

Peel Adhesion: 10 N FTM2

Liner/Backing

Weight: 62 ± 2  g/m2  ISO 536

Thickness: 55 ± 3 µm  ISO 534

Performance
Minimum Application 
Temperature: 5°C

Service Temperature: -20°C to 100°C
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DTM InkJet Label Stock

22
03

31

DTM Poly White Matte Advanced  
(PWMA)

Description
DTM Poly White Matte Advanced label materials have been de-
signed specifically for use with product labelling, promotional 
labelling and industrial applications including variable information 
and requiring photographic colour printing with high resolution 
image at a reasonable price.

Face Stock 
Special coating with a matte finish; PP base film. Suitable for high-
resolution and high-speed dye based ink jet printing. Resistant 
to water and many chemicals.

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Clear 
and non-bleeding. Suitable for applications including apolar 
and rough surfaces. Improved water resistance and short term 
removability.

Liner
White glassine with high internal tear resistance.

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions 
(20 °C at 50% RH), shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specification 
Face

Weight: 73 ± 5 g/m2  ISO 536

Thickness: 105 ± 4 µm  ISO 534

Adhesive 

Loop Tack: 18 g/m2  FTM9

Peel Adhesion: 10 µm  FTM2

Liner 

Weight: 62 ± 2 g/m2  ISO 536

Thickness: 50 ± 5 µm  ISO 534

Performance
Minimum Application  
Temperature: 5 °C

Service Temperature: -20 °C to 80°C
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DTM InkJet Label Stock

22
03

31

DTM Poly White Matte BS-Certified  
(PWMBS)
Description
DTM Poly White Matte BS-Certified label materials have been 
designed specifically for product labelling, promotional label-
ling and industrial applications including variable information 
and requiring photographic colour printing with high reso-
lution image. This BS5609 Section 2 certified material is also 
highly resistant to abrasion and tearing as well as to chemicals. 
BS5609 Section 2 details the requirements for pressure sensitive 
adhesive laminates and rates their performance in terms of di-
mensional stability, adhesion, artificial weathering, temperature 
cycling and colour fastness together with exposure to marine 
conditions for three months.

Face Stock 
Special coating with a matte finish; PP base film. Suitable for high-
resolution and high-speed dye based and pigmented ink jet printing. 
Resistant to water and many chemicals. If appropriate pigment ink 
is used for printing, this face stock conforms to BS5609 Section 3.

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Conforms 
to BS5609 Section 2. 

Liner
White glassine. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label rolls 
in their plastic bags, in room temperature, away from direct sun-
light and/or heat sources. Under ideal storage conditions, shelf 
life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the final 
application environment is recommended especially when used 
near water or chemicals. As with all pressure-sensitive materials, 
this product should be tested thoroughly with the chosen label 
printer under end-user conditions to ensure it will meet the re-
quirements of the specific application.

Technical Specifications

Face

Weight: 95 ± 2  g/m2  ISO 536

Thickness: 85 ± 3  µm  ISO 534

Adhesive

Loop Tack: 9 N FTM9

Peel Adhesion: 10 N FTM2

Liner/Backing

Weight: 62 ± 2 g/m2  ISO 536

Thickness: 55 ± 3  µm  ISO 534

Performance
Minimum Application 
Temperature: 5°C

Service Temperature: -20°C to 100°C
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DTM InkJet Label Stock

DTM Poly White Matte (PWM)
Description
DTM Poly White Matte label materials have been designed 
specifically for use with product labelling, promotional labelling 
and industrial applications including variable information and 
requiring photographic colour printing with high resolution image.

Face Stock 
Special coating with a matte finish; PP base film. Suitable for 
high-resolution and high-speed dye based and pigmented ink 
jet printing. Resistant to water and many chemicals. 

Adhesive
Acrylic, aggressive, permanent, general purpose adhesive. Clear 
and non-bleeding. Suitable for applications including apolar 
and rough surfaces. Improved water resistance and short term 
removability.

Liner
Super-calendered kraft with high internal tear resistance. 

Packaging and Shelf Life
Continuous or die-cut label rolls with identification labels. Each 
label roll is individually packed with a plastic bag. Keep label 
rolls in their plastic bags, in room temperature, away from direct 
sunlight and/or heat sources. Under ideal storage conditions, 
shelf life is two years.

Product Usage
All DTM Genuine certified InkJet materials are the ideal choice for 
labels printed on any colour label printer. Proper testing in the 
final application environment is recommended especially when 
used near water or chemicals. As with all pressure-sensitive ma-
terials, this product should be tested thoroughly with the chosen 
label printer under end-user conditions to ensure it will meet the 
requirements of the specific application.

Technical Specifications

Face

Weight: 80 ± 6  g/m2  ISO 536

Thickness: 120 ± 10  µm ISO 534

Adhesive

Loop Tack: 7.5 N FTM9

Peel Adhesion: 5 N FTM2

Liner/Backing

Weight: 60 ± 2 g/m2 ISO 536

Thickness: 57 ± 3 µm ISO 534

Performance
Minimum Application 
Temperature: 5°C

Service Temperature: -20°C to 80°C
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Genuine DTM PermaTec Hybrid Label Stock

DTM PermaTec White Matte Eco (PTWME)

Description
DTM PermaTec White Matte Eco label materials have been designed 
specifically for industrial, pharmaceutical, food and horticultural 
applications. It’s a reliable label that even fulfills the worlds hardest 
label test, BS5609, submerged in sea water. This non-toxic, scratch 
and outdoor resistant material is made of a mixture of sand and 
PE and therefore disintegrates over time in a landfill environment. 
DTM PermaTec White Matte Eco is ideal for applications printing 
variable information in conjunction with full-colour graphics. As 
a hybrid material it can be used with both printing technolo-
gies: inkjet (for best water- and UV-resistance we recommend 
pigmented ink) and dry toner.

Face Stock
Uncoated white PE, 65% by weight in organic filler made 
from sand.
Specially designed for printing with dry toner printers such as DTM 
CX86e and inkjet printers as LX-Series Color Label printers. Can 
be finished with thermal transfer printers such as DTM FX510e 
and e.g. metallic foil.

Adhesive
Permanent water-based acrylic adhesive. It is suitable for adhe-
sion to difficult surfaces.

Liner
White kraft, woodfree. 

Packaging and Shelf Life
Each label roll is individually packed with a plastic bag. Keep 
label rolls in their plastic bags, in room temperature, away from 
direct sunlight and/or heat sources. Ideal storage in box at 20 °C 
and 50% humidity. No direct sunlight on labels nor box. Material 
should be used within 1 year from shipment date.

Face

Weight: 115 g/m2 

Thickness: 180 µm 

Adhesive

Loop Tack: 25 N FTM9

Thickness: 40 µm

Liner/Backing

Weight: 85 g/m2 

Thickness: 85 µm 

Performance
Minimum Application 
Temperature: -5 °C to 80 °C

Service Temperature: -40 °C to 80 °C

dry toner

in k jet
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